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W SIECI WODOCIĄGOWEJ Z UŻYCIEM PROGRAMU EPANET 

Abstract: The aim of this study is to assess the risk of failure of group water network in case of raw water 
contamination. The analysis was based on qualitative simulation performed in hydraulic water network model 
developed in the EPANET software. It was focused on the quantitative description of the consequences of 
chemically contaminated water. The methodology of risk assessment relies in determining the consequences of the 
supply water containing contamination threatening the health and lives of water consumers. The research 
methodology is as follows: development of a hydraulic model of the water pipeline and it’s hydraulic verification, 
computer simulations of contamination propagation, calculating the dose delivered to the i-th section of the water 
supply system supplying water to Ni recipients and the mass of a substance that enters the body li. The simulation 
results indicate the spread of contamination that after 24 h covered most of the area supplied with water. The load 
delivered to the resident obtaining water from the i-th section of the water supply network, Li/Ni, was up to  
18 g·d–1, at least 15 g·d–1 was received by 34.9% of the population, 10-15 g·d–1  by 12.5% of the residents,  
5-10 g·d–1 by 10.7% of the residents, 0-5 g·d–1 by 41.7% of the residents and uncontaminated water was delivered 
to only 13.3% of the consumers. The dose taken by the statistical consumer (calculated as for adults) l is up to  
0.8 g for Li/Ni = 18 g·d–1 and is proportional to Li/Ni. 

Keywords: water network, contamination, hazard assessment 

Introduction 

The main task of water distribution subsystems is to meet the needs for water supply, 
at the appropriate pressure and of suitable quality and quantity. Water supply systems 
belong to the critical infrastructure, fulfilling one of the key roles for the quality and safety 
of human life. Due to their spatial extent and the high degree of complexity water supply 
systems are particularly vulnerable to the occurrence of adverse incidental events, of which 
particularly dangerous are events resulting from the delivery of water with quality 
threatening consumer’s health and lives. Critical failures are related to the difficulties in 
supplying water to a large number of water consumers. For this type of undesirable events 
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we can include [1-8]: water contamination in the water intake, water intakes failure, failures 
of water treatment equipment, failure of pumping stations and water pumping, damage of 
strategic main and transit pipelines or a possible terrorist acts. Previous studies conducted 
in different operating water supply systems pay attention to the significant effect of the 
potential safety loss resulting from the failure [9-14]. Identification of the dependence 
between the damage and losses arising from failure is an important aspect of everyday 
operation water supply system, examples of such studies taking into account the analysis of 
aforementioned parameters of failure, are among others [15-21]. 

Contamination of tap water may occur at any of water supply system elements. In the 
works [22, 23] contaminations in the water supply network were analyzed, usually they 
have local coverage. In practice, the most frequent cases of global contamination of water 
supply network are contaminations resulting from the contamination of water source or 
irregularities in the process of water treatment [24]. While assessing the water consumer 
risk resulting from the consumption of chemically contaminated water three parameters is 
crucial - time from the occurrence of contamination to the water delivery to the consumer, 
and the concentration and load of contamination taken by the consumer from the tap water. 

A well-known tool for the analysis of water supply network, both in terms of quantity 
and quality, is the EPANET software [25-27]. It is successfully used for qualitative analysis 
of disinfectants and naturally occurring in water compounds [5, 6].  

The aim of this study is to assess the risk of failure of group water network in case of 
raw water contamination. The analysis was based on qualitative simulation performed in 
hydraulic water network model developed in the EPANET software. It was focused on the 
quantitative description of the consequences of chemically contaminated water.  

The research methodology 

The methodology of risk assessment relies in determining the consequences of the 
supply water containing contamination threatening the health and lives of water consumers. 
The main factors influencing the threat are time from the occurrence of contamination to its 
occurrence at water recipient, load of contamination and its maximum concentration  
[28, 29]. In this paper we omitted concentration changes resulting from the kinetics of 
chemical reactions with naturally occurring in tap water compounds, delivered in the water 
treatment and compounds remaining in the sediments present in the water supply network, 
since these factors are individual for each water pipeline.  
 In case of chemicals that do not induce genotoxic effects, the threshold value below 
which even with long-term exposure to them the harmful health effects do not appear, is 
determined [30]. The threshold values are characterized by the harmful effect when the 
body's physiological reserves are depleted and they take into account the ability to 
regenerate body [28, 31]. 

The dose delivered to the i-th section of the water supply system supplying water to Ni 
recipients can be determined according to the relation:  

 �� =	∑ ������
�
�	
 ∆� (1) 

where Li is the load of substance delivered to the recipient supplied from section i [mg],  
cit is the concentration of contamination indicator in water in time t [mg·dm–3], Qit is water 
demand in section i in time t [m3·s–1], ∆t is exposure time [s]. 
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Weight of tap water taken from the tube and is expressed by the equation:  

 	� =	
� ∑ ��∆�

�
���

��
 (2) 

where l is the mass of a substance that enters the body [mg·kg–1⋅d–1], q is the volume of 
consumed water [dm3·d–1], (2 dm3 - adults, 1 dm3 - children, 0.75 dm3 - infants + which is 
2-0.75% of the average daily water consumption), t is duration of exposure [d], B is the 
average weight of the human body during exposure [kg], (60 kg - adults, 10 kg - children,  
5 kg - infants). 

The risk of loss of health (life) of water consumer does not occur when li does not 
exceed the tolerable daily intake [29]:  

 	l0 = NOAEL/SF (3) 

or 

 	l0 = LOAEL/SF (4) 

where: 
• NOAEL (No Observed Adverse Effect Level) is the highest dose level at which 

statistically significant increase in the frequency of side effects among the exposed 
people compared to the unexposed people is not observed;  

• LOAEL (Lowest Observed Adverse Effect Level) is the lowest level of the observed 
harmful effect, 

• SF (Safety Factor) - the product of the following factors:  
- factor taking into account species differences, 
- factor taking into account interspecies differences, 
- factor taking into account the appropriateness of the study, 
- factor taking into account the nature of the effect. 
Each of these factors is within the range of 1 to 10, total SF value can reach 104. 
It is assumed, that the risk of life loss occurs when the lowest published lethal dose - ld 

is reached. 
Thus the most important is the concentration of the toxic compound c and its 

variability over time in water and the time of recipient exposure to contaminated water. The 
concentration is the result of the structure of water pipeline, and, in particular, of the 
number of independent water supply sources, the existence of retention capacity in the 
water supply network, water supply network spatial structure and variability of water 
demand in both daily and hourly cycle and it results directly from the hydraulics of system 
[22, 26, 32] and are defined through reliability and safety of system functioning [33, 34].  

The research methodology is as follows: 
- development of a hydraulic model of the water pipeline, 
- hydraulic calibration of the model, 
- computer simulations of contamination propagation. 

Description of the object  

The methodology presented in point 1 for the group water pipeline supplying water to 
about 14000 inhabitants was used. The analysed water pipeline is young, the beginnings of 
the construction of water supply infrastructure fall in the second half of the 80's of the last 
century, the first section of the network was made in 1987.  
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The hydraulic model was developed in the EPANET 2.0 based on the data obtained 
from the water supply network explorer. The water supply system is provided with water 
from the underground intake, after treatment water is stored in the clean water tanks and 
then pumped to the water network. In Figure 1 a scheme of the water supply network made 
in the EPANET, with marked basic network elements, is shown. The model includes the 
treated water tanks (3 tanks, each with a capacity of approx. 300 m3), the pumping station, 
the water network tanks and 406 distribution water pipes. The pumping stations are 
equipped with the pumping sets controlled by the constant pressure algorithm which allows 
them to pump the water capacity equal to the water demand.  
 

 
 
 
 

 
Fig. 1. The water supply network scheme in the EPANET software 

The water pipeline supplies water to inhabitants of a town and 3 neighbouring villages, 
in the urban-rural municipality the water supply network provides water to 61% of the total 
population. The number of people using the water supply network is 13,689 inhabitants (of 
which 10,421 are residents of the town). The structure of water network can be seen  
as a mixed. It consists of a number of rings, with branching segments at the ends of the 
network. It is constructed of PE (39.5%), PVC (59.8%) and cast iron (0.7%). The range of 

Description of markings:  

 - Treated water tanks and pumping station  

 - Retention tanks (fire fighting tank)  
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nominal diameters is between ND 80 mm to ND 300 mm, mainly ND 100 mm and  
ND 150 mm. The total length of distribution pipelines is 93.1 km. 

In the southern part of the network there is a water retention tank with capacity 500 m3 
which provides water only in case of fire fighting or during a large leak failure.  

The following assumptions were made: the constant concentration of the contaminant 
in the treated water tanks was 10 mg/dm3. The spread of contamination over 24 h at every 
hour was simulated. Epanet enables to take into consideration diffusion (default diffusion 
coefficient for chlorine at 193K D = 1.20 · 10–5 cm2/s was applied). Also the program can 
use four different types of models to characterize mixing within storage tanks. 

EPANET allows to apply 2 models of reactions kinetics occurring in the bulk flow and 
a model of wall reactions kinetics. Changes in concentration of the substance resulting from 
chemical reactions with the compounds contained in water were omitted. Consequently, the 
time of arrival of contamination to the receiver is the result of the flow path.  

In the paper full mixing of the contaminant was assumed, therefore turbulent flow 
occurs inside the pipelines. Reynolds number Re is 55000 to 156000 in the pipelines from 
the pumping station and in main distributive pipes is 4600 to 163000. The lowest flow 
velocities are in network endings (even less than 0.01 m/s) where Re < 2000, which is 
caused by using pipelines ND 80 mm according to fire regulations. 

The results and discussion 

Exemplary simulation results are shown in Figures 2-6, where red colour means 
contaminant concentration c ≥ 8 mg·dm–3, orange 5 ≤ c < 8 mg·dm–3, yellow  
2.5 ≤ c < 5 mg·dm–3 and light green 0.5 ≤ c < 2.5 mg·dm–3. 

 

 
Fig. 2. Exemplary simulation results of the spread of contamination in the water supply system in the 

second hour of simulation 
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Fig. 3. Exemplary simulation results of the spread of contamination in the water supply system after 6 h 

from the start of simulation 

 

Fig. 4. Exemplary simulation results of the spread of contamination in the water supply system after 12 h 
from the start of simulation 

The simulation results indicate the spread of contamination that after 24 h covered 
most of the area supplied with water. The load delivered to the resident obtaining water 
from the i-th section of the water supply network, Li/Ni, was up to 18 g·d–1, at least  
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15 g·d–1 was received by 34.9% of the population, 10-15 g·d–1 by 12.5% of the residents,  
5-10 g·d–1 by 10.7% of the residents, 0-5 g·d–1 by 41.7% of the residents and 
uncontaminated water was delivered to only 13.3% of the consumers. The dose taken by 
the statistical consumer (calculated as for adults) li is up to 0.8 g for Li/Ni = 18 g·d–1 and is 
proportional to Li/Ni. 

 

 

Fig. 5. Exemplary simulation results of the spread of contamination in the water supply system after 24 h 
from the start of simulation 

 
Fig. 6. Simulation results of the spread of contamination in the water supply system, red colour - 

contaminant concentration c ≥ 8 mg·dm–3, orange 5 ≤ c < 8 mg·dm–3, yellow 2.5 ≤ c < 5 mg·dm–3, 
light green 0.5 ≤ c < 2.5 mg·dm–3 
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Conclusions 

Variability of contamination concentrations of toxic substances and their propagation 
in water supply systems have the individual characteristics, in the literature there are not 
any research on their verification in the real water supply systems. Based on hydraulic 
models of water supply network the scenarios of the spread of harmful substances can be 
developed. The performed simulation shows how sensitive to contamination may be 
modern water supply systems in case of an accidental contamination. Especially important 
is a time of contamination propagation. The results show how very sensitive is the water 
supply system when delivered water is contaminated, especially with toxic substances.  

For individual contamination, knowing the values of l0 and ld and reaction kinetics 
model, using the presented method, the risk of loss of tap water consumers lives and health, 
the potential consequences of water contamination, the extent of contamination impact and 
the potential losses resulting from water contamination, can be easily determined.  

Unfortunately water companies are usually not interested in creating hydraulic models 
because of high costs and workload, nevertheless models constitute the only way to test 
contamination propagation in water network, establish consumers risk and create 
emergency procedures. 
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