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The application of modifi ed layered double hydroxides in selective catalytic 
reduction of nitrogen oxides by ammonia (NH3-SCR)
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Selective catalytic reduction with ammonia (NH3-SCR) is very effi cient DeNOx technique. According to some 
problems with the commercial catalyst, novel one should be prepared. Hydrotalcites are potential precursors of 
the new catalysts of NH3-SCR. In this paper, several attempts to apply these materials in NH3-SCR are presented.
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INTRODUCTION

               Among recent years a serious problem of excessive 
emission of nitrogen oxides (NOx) is observed. The 
presence of NOx in the atmosphere has many danger-
ous consequences, including the formation of acid rains 
and photochemical smog or depletion of ozone layer. 
Moreover, nitrogen oxides are hazardous for humans 
health and aggravate the quality of the environment. 
Therefore, the implementation of offi cial regulations 
according to NOx emission was required. One of the 
most important examples is EU directive 2010/75/EU 
that restrictively limits the permitted amount of NOx 
present in fl ue gases emitted from stationary and mobile 
sources1, 2. The most effi cient technology of NOx abate-
ment is the selective catalytic reduction (SCR), mainly 
by ammonia. However, other reducers like hydrocarbons 
can be also used. Currently, the majority of industrial 
DeNOx systems exploit this method2–5. Generally, the 
technology is based on the reaction of nitrogen oxides 
with the reducing agent that is injected into the stream 
of fl ue gas. The desired products are molecular nitrogen 
and water vapour. The interaction between the reactants 
takes place on the surface of the catalyst that plays 
the essential role in the whole process. Additionally, 
depending on the nature and properties of the catalyst, 
the reaction can occur according to the mechanism of 
Langmuir-Hinshelwood (L-H) or Eley-Rideal (E-A). 
The fi rst is based on simultaneous adsorption of NH3 
and NOx on the catalyst surface and their consequent 
interaction. The second assumes that only ammonia is 
adsorbed on the catalyst surface and NOx are reduced 
during their fl ow through the catalyst saturated with 
NH3

7. In Fig. 1. the simplifi ed scheme of the NH3-SCR 
reaction is presented. 

At the typical conditions (300–400oC) the process is 
followed by the reaction (1)6

4 NH3 + 4 NO + O2 → 4 N2 + 6 H2O (1)

In comparison to the other DeNOx techniques, NH3-
-SCR is the most effective, mainly due to the application 
of the catalyst that increases the selectivity of the reaction 
and therefore, reduces the amount of by-products. The 
most frequently used catalyst is alumina- or titania-sup-
ported V2O5-WO3 or V2O5-MoO3 in a monolithic form9. 
However, the commercial catalyst has several drawbacks 
that limit its application and meeting the NOx emission 
standards. One of the most important obstacles is the 
narrow temperature window of the catalyst. The solution 

might be placing the catalyst at the tail end, but in that 
case additional heating of the fl ue gas is required. On 
the other hand, placing the SCR installation upstream 
of electrostatic precipitator results in deactivation by 
the alkali metals and other contaminations present in 
the fl ue gas3, 10, 11. According to these problems, there 
is an increasing interest in the development of a novel, 
effi cient catalyst. 

Layered double hydroxides (LDHs), known also as 
hydrotalcite-like compounds (HTlc) have been intensively 
investigated as potential catalysts and of many processes, 
including selective catalytic reduction of NOx

12–15. The 
layer structure of the natural hydrotalcite is closed to 
brucite, Mg(OH)2 in which a part of Mg2+ cations are 
replaced by Al3+. Electro-neutrality of the structure is 
provided by interlayer carbonate anions16. What is more, 
hydrotalcite-like compounds possess anion-exchange 
properties and there is a wide range of organic and inor-
ganic anions that can be introduced into the interlayer 
space. For instance, intercalation of polyoxometallates 
anionic metal complexes permits incorporation of at 
least one catalytically active component17, 18. Due to 
direct synthesis of LDHs, and their unique features, 
e.g. ion-exchange properties and easy modulation of 
chemical composition, the materials can be successively 
applied in heterogeneous catalysis. Upon thermal de-
composition, LDHs are transformed into mixed metal 
oxides. The active sites exhibit very high dispersion on 
the whole surface of the obtained material. Therefore 
the selectivity of a catalytic reaction can be signifi cantly 
increased18. According to the above, in this paper the 
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Figure 1. The scheme of NH3-SCR (based on:8)
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structural features of LDHs, examples of incorporated 
interlayer anions and possibilities of their application as 
NH3-SCR catalysts are discussed. 

STRUCTURE OF LAYERED DOUBLE HYDROXIDES 
(LDHS)

Layered double hydroxides are the group of materials 
that refer to “non-silicate oxides and hydroxides” with 
similar physiochemical properties to cationic clay mine-
rals. Due to the variety of chemical composition, layer 
structure and ion-exchange properties of LDHs, the 
materials are often called as “clay mineral-like materials”. 
However, in contrast to the layer silicate-based cationic 
clays, LDHs possess anion-exchange properties. Hence 
they are defi ned as anionic clays16, 17, 19.

The representative of LDHs is natural hydrotalcite. 
The material exhibits rhombohedral crystalline system 
with a three-layer repeat (3R)15. Its chemical formula, 
Mg6Al2(OH)16CO3 ∙ 4H2O is the base for synthetic LDHs 
which have the following general notation (2)20:

[MII
1-xMIII

x(OH)2]x+ Az-
x/z ∙ nH2O (2)

where MII and MIII are di- and tri-valent cations, A – in-
terlayered anions and x – molar ratio of cations MII and 
MIII (commonly x oscillates around 0.15 and 0.34)20. 

As it was already mentioned, the structure of LDHs 
derives from brucite – Mg(OH)2, which comprises a close 
packing of OH- ions with octahedral sites every two layers 
occupied by Mg2+. In LDHs a fraction of Mg2+ ions is 
substituted by an ion Al3+. The exchange generates the 
excessive positive charge of the layers. Its compensation 
is provided by the introduction of interlayer anions A–. 
Apart from the anions, the interlayer space is occupied 
by water molecules. In Fig. 2. the idealized structure of 
LDHs is presented17, 21.

SYNTHESIS OF LAYERED DOUBLE HYDROXIDES 
(LDHS)

Synthesis of the LDHs on both laboratory and indu-
strial scale is easy and inexpensive. However, to obtain 
a pure LDHs phase, some specifi c precautions must be 
taken. The most signifi cant concerns pH control and 
avoidance of the contact with atmospheric CO2 that can 
cause precipitation of impurities and contamination with 
CO3

2– ions21. The most common route to prepare LDHs 
is co-precipitation at variable or constant pH. Pure and 
chemically homogeneous materials are obtained upon 
synthesis at constant pH. The infl uence of co-precipitation 
pH on the chemical, textural and structural properties 
of LDHs was confi rmed in several works24–28. Practically, 
co-precipitation is based on adding a base solution to 
a solution containing a mixture of salts MII and MII. 
While the pH is kept constant, NaOH, KOH or NH3 are 
simultaneously added24. Although this LDHs preparation 
route is relatively simple and the obtained materials are 
repetitive, sometimes it is limited by competitive preci-
pitation of metal salts (e.g. oxometalates)17.

Another method for the synthesis of LDHs is sol-gel 
route that involves the hydrolysis of metal alkoxides. The 
method is more expensive than co-precipitation, howe-
ver it allows to obtain materials with enhanced specifi c 
surface area and higher thermal stability28, 29. What is 
more, heating to the certain temperature (usually between 
350–450oC) results in the formation of mixed metal oxi-
des30, 31. Interestingly, mixed metal oxides obtained upon 
thermal decomposition have a unique ability to retain the 
layer structure while they are exposed to aqueous solution. 
This specifi c property is commonly called as “memory 
effect”32.

There are also post-synthesis treatments that can be 
applied to “as-prepared” samples. These modifi cations 
are applied mainly due to the control of textural and 
structural parameters. For instance, microwaves used 
during the synthesis increase the porosity and specifi c 
surface area of the materials, while ultrasound radiation 
or hydrothermal reactions at high temperature improve 
their crystallinity33–35

. 

CATION-EXCHANGE PROPERTIES OF LDHS

There is a wide range of cations that can be intro-
duced into the brucite-like layers od LDHs. The only 
requirement of the exchange is that the radii of octa-
hedral coordination is close to MgII or AlIII. Therefore, 
Mg2+ and Al3+ can be replaced by divalent (e.g. Cu2+, 
Ni2+, Co2+, Zn2+) and trivalent (e.g. Ga3+, Fe3+, Cr3+, 
V3+, Ru3+, Rh3+) cations, respectively20, 22. Another 
crucial factor is to maintain the appropriate molar ratio 
of divalent and trivalent metals, in order to avoid the 
deformation of the octahedral structure. Additionally, 
some tetravalent cations such as Ti4+, Zr4+ or Sn4+ can 
be incorporated into brucite-like layer and form multi-
-metal cations with di- and trivalent metals. Table 1. 
shows the most common cations that replace Mg2+ and 
Al3+ in the brucite structure16, 20.

Figure 2. The structure of layered double hydroxide (based 
on:17)

Hydrotalcite-like materials are very attractive for cata-
lytic applications, especially due to the fact that interlayer 
anions can be easily exchanged in the way to obtain 
materials with desired catalytic. Therefore, intercalation 
of the wide variety of anions into LDHs is of great 
interest in many catalytic applications. Another thing 
is that above 400oC LDHs are thermally decomposed 
into mixed metal oxides or spinels with a considerable 
specifi c surface area and homogeneous distribution of 
introduced chemical components properties22, 23. 
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When pH decreases, the nuclearity is increased46. Po-
lymerization degree of oxovanadates in dependence 
on pH for a 0.1 M aqueous vanadate solution is as it 
follows18, 46:
Decavanadate pH = 1–3
V10O26(OH)2

4–, V10O27(OH)5–, V10O26
6–

Metavanadate pH = 4–6
V3(OH)3, VO2(OH), V3O9

3–, V4O12
4–

Pyrovanadate pH = 8–11
VO3(OH)2–, HV2O7

3–, V2O7
4–

Vanadate pH > 12
VO4

2– 

What is interesting, in case of pyrovanadate anions 
(V2O7

4– and HV2O7
3–) which consist of two [VO4] tet-

rahedra that share a vertex, two different arrangements 
in the interlayer space are possible. On one hand, V-V 
edge can be placed in a perpendicular position to the 
brucite-like layers and the basal spacing calculated from 
the size of V2O7

4– is 12.6 Å. On the other hand, the 
anions can take the parallel position with the calculated 
basal spacing of 9.8 Å. The scheme of the pyrovanadate 
anions positions in the interlayer space are presented 
in Fig. 3.18, 47.

ANION-EXCHANGE PROPERTIES OF LDHS 

The interlayer spaces of the LDHs can be intercala-
ted with the wide range of inorganic or organic ions36. 
The examples of anions which can be introduced into 
LDHs structure are presented in Table 2. The anionic 
species present in the interlayer region can be media-
ted by columbic forces between the positively charged 
layers and negatively charged anions or by hydrogen 
bonding between hydroxyl groups of the anions and 
water molecules37. The anion-exchange capacity (AEC) 
is dependent on the x (Eq. 2), while intercalation of the 
particular anion is related to the affi nity of the anions 
in aqueous solution. For the interlayer region, this af-
fi nity is associated with the anions charge density and 
their size. More stable hydrotalcites are obtained while 
anionic charge increases, which is the result of stronger 
interaction between the positively charged hydroxide layer 
and the particulate anion17, 37. Anion exchange is used 
in order to extend the chemical composition of LDHs. 
In some cases these materials can contain at least three 
different catalytically active metals which can spectacu-
larly enhance their catalytic properties. 

Table 1. Ionic radii of some of ion-exchanged cations in LDHs (based on:16, 20)

Table 2. The list of anions that can be introduced into LDHs 
interlayer space

Figure 3. Possible orientations of V2O7
2– in LDHs – perpen-

dicular (A) and parallel (B) (based on:18, 47)

LDHs intercalated with metal-containing anions
LDHs incorporated with metal-containing anions are 

especially interesting for catalytic applications. Some 
metals, such as molybdenum or vanadium cannot replace 
Mg2+ in the brucite layer, adequately due to their large 
ionic radius. These metals are very active components 
of the commercial SCR catalyst, thus their introduction 
into the structure of LDHs could potentially make the 
materials suitable for the process. It turns out that the 
metals can be successfully introduced into the LDHs 
interlayers as anionic species. There are some examples 
of materials which were already described in the litera-
ture, especially for vanadate and molybdate ions 37, 44, 45.

Vanadate anions
The widest group of metal-containing anions that can 

be incorporated into the interlayer space of LDHs are 
oxovanadates. It was reported, that the polymerization 
degree of vanadium-containing anions strongly depends 
on pH maintained during the intercalation procedure. 

Palmer et al.37 took the interesting attempt to describe 
the manner of inclusion of the anions into interlayer 
LDHs space. The authors indicated that these species 
can be intercalated or adsorbed into/onto hydrotalcite 
structures, in dependence on the Mg/Al ratio. The 
materials described in the research were obtained by 
the co-precipitation method. The mixed metal solu-
tion of Mg2+ and Al3+ of the appropriate Mg/Al ratio 
that results in formation of hydrotalcite structure was 
added dropwise to the mixture of NaOH, Na2CO3 and 
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Na2VO3 ∙ 7H2O (as a precursor of vanadate anions). The 
fi nal hydrotalcites were formed at pH range of 9.5–10.5. 
Mg/Al ratio was adapted in order to reach 2:1, 3:1 and 
4:1 hydrotalcite structure. The reference sample was 
hydrotalcite prepared with carbonate anions. X-ray dif-
fraction analysis of the resulting materials indicated the 
presence of characteristic hydrotalcite spacing d(003) in 
range of 7.6–8.0 Å. Changes in the diffractogram after 
the incorporation of oxometalates point at the dispar-
ity in the interlayer distance of the LDHs. Increase in 
interlayer distance resulted in larger d(003) space. Hence, 
distinguishing of the route of inclusion of the anion 
(adsorption or intercalation) was possible. Considering 
2:1 hydrotalcites, d(003) spacing remained unchanged for 
the materials with vanadate anions, in comparison to the 
reference sample. It suggests that anionic vanadate species 
are adsorbed on the interlayer surface. However, for 3:1 
and 4:1 hydrotalcites, a considerable increase in (003) 
refl ection was observed. The occurrence is explained by 
intercalation of vanadate ions that are much greater than 
the reference carbonates and forcing the hydroxyl layers 
apart, with the simultaneous increase of interlayer space. 

Molybdate anions
Except the vanadate anions, there are also several 

studies concerned on incorporation of molybdate anions 
into the interlayer space of LDHs44, 45. Molybdenum, as 
one of the components of the commercial SCR catalyst 
provides high stability of the system and some amount 
of active sites. Therefore, it is predicted that molybdate 
anions may have a promoting infl uence as the components 
of LDHs applied for NOx removal via selective catalytic 
reduction. Ciocan et al.44 reported an facile method to 
prepare Mo-containing LDHs catalysts by ion exchange. 
In order to intensify the process and to obtain ordered 
structure of the materials, the exchange was performed 
during aging under hydrothermal conditions. For compa-
rative purposes, the material was also prepared via ion 
exchange without applying hydrothermal treatment. SEM 
analysis performed on the prepared samples proved that 
both materials are consisted of pellets or agglomerates. 
However, the application of hydrothermal conditions 
during the synthesis resulted in better crystallinity of 
the sample. 

Molybdate anionic species can be introduced into 
interlamellar space in the various forms. In order to 
study the nature of interlayer anions, the Mo-containing 
LDHs were examined by Raman spectroscopy. The 
study indicated the presence of the characteristic peaks 
assigned to the lattice vibrations of the Al-O-Al and 
Al-O-Mg (brucite octahedral layers) at 557 cm–1, for 
parent material and nitrate vibrations at 1050 and 709 
cm–1. However, after incorporation of molybdate anions 
these peaks disappeared completely. Therefore, it can 
be concluded that under the hydrothermal conditions, 
nearly all of the nitrate anions from the starting material 
were successfully exchanged. The most important frequ-
encies that belong to the three types of anions: MoO4

2–, 
Mo7O24

6– and Mo2O7
2– are in the domain 890–950 cm–1. 

The results are in full agreement with the similar study 
carried out by Dobrea et al.45 who examined the depen-
dence of the nature of molybdate anions on the loading 
of these species. Additionally, both authors proved that 

heptamolybdate anions were the most dominant species. 
The Raman spectra obtained for materials prepared with 
various Mo loading indicated that the more Mo was in-
troduced into the interlayer space, the more complex is 
the spectra and octahedrally coordinated polymolybdate 
species (Mo2O7

2– and Mo7O24
6–) are formed.

MODIFIED LDHS AS CATALYSTS OF SELECTIVE 
CATALYTIC REDUCTION OF NOX WITH AMMONIA 

Many researchers proved that layered double hydrox-
ides, including hydrotalcite-originated mixed metal oxides 
are promising materials that can be used in selective 
catalytic reduction with ammonia12, 14, 15. 

Carja et al.6 carried out NH3-SCR catalytic tests over 
mixed oxides derived from pillared oxovanadates. In order 
to increase the catalytic performance of the materials, 
the selected samples were ion-exchanged with copper 
species. LDHs were prepared using co-precipitation, 
with a careful control of pH. In all cases, the aqueous 
solutions of Mg and Al or Mg, Al and Cu cations was 
dropwise added to the NaVO3/NaOH mixture at the 
desired pH (8.5–9.5). The gelatinous suspension were 
heated at certain temperature for several hours. The 
certain pH applied during the synthesis resulted in the 
predomination of V2O7

4– and HV2O7
3– in the obtained 

aqueous mixture. The basal spacing between the lay-
ers of LDHs was determined by X-ray diffraction. It 
was 9.18 Å and 8.97 Å for the samples unmodifi ed and 
modifi ed with copper, respectively and the thickness of 
brucite layer was 4.8 Å. Therefore, the interlayer spac-
ing that is occupied by vanadate ions equals 4.38 Å and 
4.27 Å for samples without and with Cu, respectively. It 
indicates, that oxovanadate anions are incorporated into 
interlayer space in “lying down” position and V-V axis in 
two [VO4] tetrahedra are parallel to the layers. Analysis 
of the chemical composition proved that enrichment in 
vanadium occurs for the samples that contain copper. 
Therefore, the presence of transition metal increase the 
effi ciency of pillaring with oxovanadates. Additionally, the 
presence of oxovanadates as interlayer anions was proved 
by Fourier transform infrared spectroscopy (FT-IR) 
analysis. Catalytic tests carried out over the oxovanadate-
pillared LDHs and the same materials modifi ed with Cu 
demonstrated approximately equivalent NO conversion 
for both materials. However, for the samples promoted 
with Cu, the maximum conversion of NO was reached 
at lower temperature (350oC). Additionallly, that case, 
only negligible formation of N2O (about 10–20 ppm) 
was observed. On the other hand, above 400oC copper-
containing catalyst exhibited a tendency to catalyse 
undesired reaction of ammonia oxidation. High catalytic 
activity of vanadium containing catalysts was explained 
by the relation of SCR activity with the surface acidity 
caused by the V5+-OH sites. In view of the above, the 
further research over V- and Cu-containing LDHs needs 
to focus on their coexistence in appropriate amount, so 
that both catalytic activity and selectivity are enhanced. 

Montanari et al.46 studied the infl uence of the content 
of the transition metal in Cu-Mg-Al-Ox synthesised via 
co-precipitation, followed by calcination of hydrotalcite-
like precursors at 650oC. The loading of copper oxide was 
calculated to reach between 4.0–12.5 wt%. The reference 
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sample was represented by Mg-Al-Ox impregnated with 
10 wt% of copper oxide. Comparing the nature of copper 
species in both cases, impregnation method resulted in 
the formation of crystalline CuO, while for the materials 
prepared by co-precipitation CuO segregation did not 
occur. Catalytic tests carried out over the materials indi-
cated that in case of 12.5 wt% loading of copper oxide, 
NO was completely reduced at 350oC and decrease of 
the copper oxide results in the lower catalytic activity. 
However, it was observed that the catalytic performance 
was signifi cantly higher in the whole temperature range 
(150–500oC) for the catalyst obtained by impregnation. 
The results were in full agreement with H2-TPR analysis 
of the prepared materials. The catalysts impregnated 
with Cu2+ showed lower reduction temperature of about 
200oC, while hydrotalcite-derived mixed metal oxides 
were reduced in the temperature between 240 and 300oC. 
Therefore, signifi cantly higher catalytic performance 
of CuO-containing materials is the result of the lower 
reduction temperature. 

Carja et al. (2009) presented alternative attempt to 
use hydrotalcite-like compounds as NH3-SCR catalysts. 
Calcined iron-substituted LDHs Mg-Al-Fe-O were 
modifi ed with aqueous solutions of iron and cerium 
sulphates, in order to deposit Fe2O3 and CeO2 on the 
hydrotalcite-like support. Subsequently, the samples 
were calcined at 550oC. Catalytic tests indicated that the 
catalysts containing CeO2 showed considerably higher 
activity below 250oC, while above this temperature, 
samples doped with Fe2O3 exhibited higher conversion 
of NO. The effect might be caused by the low thermal 
resistance of CeO2 as a promoter of NH3-SCR in the 
high temperature range.

Xu et al.  prepared CoMnAl-CO3 and CoAl-MnO2 
LDHs via ion-exchange and hexamethylenetetramine 
(HMT) hydrolysis. Mixed metal oxides Co-Mn-Al and 
MnO2-Co-were formed upon calcination at 500oC. The 
obtained materials were tested as catalysts of NH3-SCR. 
It was found that the samples obtained by ion-exchange 
show signifi cantly higher catalytic activity. MnO2-Co-Al 
exhibited 90% of NO conversion and 95% selectivity 
to N2 in the temperature range of 90–270oC. The same 
results were obtained for Co-Mn-Al that were obtained 
at about 150–240oC. Brauner-Emmet-Teller (BET) surface 
area analysis of the materials indicated higher specifi c 
surface area of MnO2-Co-Al (156.8 m2/g) in comparison 
to Co-Mn-Al (85.3 m2/g). Additionally, MnO2-Co-Al ex-
hibited more narrow pore size distribution (3–7 nm) than 
the other material (3–20 nm). Hence, the adsorption of 
the reagents on the internal surface of MnO2-Co-Al was 
facilitated. H2-TPR study showed that all of the reduc-
tion peaks detected for MnO2-Co-Al shifted to lower 
temperature regions of about 250–600oC, in contrast to 
Co-Mn-Al that was reduced at about 370–650oC. NO-
TPD analysis carried out over the catalysts revealed 
one large desorption peak for MnO2-Co-Al at 158oC 
indicating the presence of monodentate nitrate species. 
In contrast, several peaks below 200oC, at 255oC and at 
305oC were detected for Co-Mn-Al. According to the 
authors, the signals are assigned to the decomposition 
of monodentate, bridging and bidentate nitrate species, 
respectively. It was reported that monodentate nitrates 
have a positive infl uence on the catalytic activity in 

NH3-SCR. Therefore it was concluded that one of the 
reasons of the better catalytic performance of MnO2-
Mn-Al was the facilitated adsorption of these species 
on the surface of the catalyst.

CONCLUSIONS

Layered double hydroxides are the class of materials 
with a strong potential as catalysts for the reduction of 
nitrogen oxides from the industrial sources. Wide variety 
of the chemical compositions of LDHs was tested to 
develop active, selective and stable catalyst of NH3-SCR. 
Excellent structural properties of the materials make 
them an attractive precursors for catalysts and catalysts 
supports. The number of studies showed that especially 
inclusion of transition metals in various forms into the 
LDHs and their transformation into mixed metal oxides 
results in high catalytic activity. However, one of the 
main problems that still needs to be resolved is broad 
operating temperature window of these materials. Mo-
reover, LDHs should be also tested using gas mixtures 
that mimic real composition of exhaust gases. Therefo-
re, further studies under real conditions and tailoring 
LDHs-based catalysts active in the wide temperature 
range still remains a challenge.
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